






EVolution
wallbox e stazioni di ricarica

Specifiche TecnicheART.

Serie XILONG



EVolution
wallbox e stazioni di ricarica

Appearance

Dimension H163*W28*T19cm

Weight 53kg

Cablel ength ≥4.2m(External line)

Installation Method Floors tand

ShellM aterial Sheetm etal

Screen 5i nchL CD

Electrical Features

Input Single phase:230VAC±10%

Threep hase:400VAC±10%

Inputf requency 50Hz/60Hz

Ratedp ower Type2:7/22/43kw

Type1:9kw

Precision Level1

Output Voltage Single phase:230VAC±10%

Threep hase:400VAC±10%

Output Current Type2:7kw-single phase3 2A

22kw-three phase3 2A

43kw-three phase6 4A

Type1:9kw-single phase4 0A

Consumption <2w

Functional Features

Ground Detection Type B:30ma ac and6 ma dc

User Interface EmergencyS top/LCDt ouch screen/LED indicator/RFID

Safety Features Overvoltage/undervoltagep rotection, overload protection,

leakagep rotection，Overcurrentp rotection

Communication Internet Interface Ethernet(WIFI, 3g/4gLTE as optional)

OCPP OCPP 1.6J

Workinge nvironment

Workingl atitude <2000m

Workingt emperature -30° C～+55° C

Working humidity 5% ~9 5%

Protection level IP55

CoolingM ethod Naturalc ooling

Safety standards IEC61851-1/2017

Specialp rotection Anti-UVp rotection

Specifiche Tecniche

Serie QINGLONG



EVolution
wallbox e stazioni di ricarica

Appearance

Wall BoxD imension H32*W21*T14cm

Weight 5-10KG

Cablel ength 4m eter

Installation Method Wall-mounted

ShellM aterial Aluminum Alloy

Screen 5i nchL CD

Inputf requency 50Hz/60Hz

Ratedp ower Type 2: 7/22kw

Type 1: 9kw

Precision Level1

InputV oltage Single phase:230V±10%

Threep hase:400V±10%

Output Current Type 2:7kw-single phase 32A

22kw-three phase 32A

Type 1:9kw-single phase 40A

Consumption <2w

Functional Features User Interface EmergencyS top/LEDi ndicator/RFID

Safety Features Overvoltage/undervoltagep rotection, overload protection,

leakagep rotection, Overcurrentp rotection

Communication Internet Interface Ethernet(WIFI, 3g/4gLTE as optional)

OCPP OCPP 1.6J

Workinge nvironment

Workingl atitude <2000m

Workingt emperature -30° C～+55° C

Working humidity 5% ~9 5%

Protection level IP55

Cooling Naturalc ooling

Safety standards IEC61851-1/2017

Specialp rotection Anti-UVp rotection

Specifiche Tecniche

Serie XILONG T


